
                                                                    

Be sure to read this Operation Manual before using your machine to ensure safe operation.
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1. SPECIFICATION  
(1) Rated power supply:  110VAC ±5%, 60 Hz, 220VAC±5%, 50 Hz 
(Note: As for the actual voltage, please refer to the label on the game). 
(2) Power consumption: Minimum 155W (1.41 Amps), Maximum 175W (1.59 Amps) 
(3) Dimensions: 26.57W x 35.04D X 62.99H inches, (675W×890D×1600H mm) Including the foot 
step 
(4) Weight:  About 192 lbs, 87.09 kg 
(5) Environment Condition: A. Temperature (Indoor):     14.0 F 104.0 F,             

-10C +40C     
B. Humidity =90%     
C. Atmospheric pressure 25.40 Inches of Mercury             

(inHg) to 31.30inHg      
86 K Pa to 106 K Pa                                

NOTE: Game parameters are subject to change without notice.   
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2. INTRODUCTION  
2-1. Overview:  

Thank you for purchasing the new ROLLIN’ ON 24’STM from Bob's Space Racers®. Built on a long tradition of value, 
the new ROLLIN’ ON 24’STM retains all of the great game play you have come to expect from a game from BSR and is 
specifically designed for today's Arcade environment. The new game uses technology specifically developed for this 
application.  

This owner’s Manual is intended to provide detailed descriptions together with all the necessary information 
covering the general operation of electronic assemblies, servicing control, spare parts, etc. as regards the product. 

This manual is intended for the owner, personnel and managers in charge of operation of the product. Operate 
the product after carefully reading and sufficiently understanding the instructions. If the product fails to function 
satisfactorily, non-technical personnel should under no circumstances touch the internal system.  

To Maintain Safety:   

To ensure the safe usage of the product, be sure to read the following before using the product. The following 
instructions are intended for the users, operators and the personnel in charge of the operation of the product. After 
carefully reading and sufficiently understanding the warning display and cautions, handle the product appropriately. Be 
sure to keep this operation manual nearby the product or elsewhere convenient for referring to it when necessary.    

Herein, explanations which require special attention are in sign of warning. Depending on the potentially 
hazardous degrees, the terms of NOTICE, WARNING CAUTION, etc. are used. Be sure to understand the content of 
the displays before reading the text.  

WARNING: (or) CAUTION: 
Disregarding this text could result in serious injury or damage to the machine.  

NOTE (or) NOTICE:  
An advisory text to give hints or help understanding.                      
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2-2. Important Safety Information:   

IMPORTANT SAFETY 
INFORMATION  

WARNING: Unplug the game from the AC wall 
receptacle when servicing this product. Failure to 
do so could result in serious injury to yourself or 
others.  

Use only a GROUNDED AC receptacle. Failure to do 
so could result in improper operation or damage to the 
game and could void your warranty. If you are unsure 
that your AC receptacle is properly grounded, have a 
qualified electrician perform this check for you.  

Always be sure power to the game is turned off when 
doing even routine maintenance. Otherwise, moving 
parts could activate unexpectedly causing injury.  

This product is heavy, necessitated by the design. 
When moving this game, be sure you have adequate 
help. Use a suitable dolly or hand truck where practical.  
Use back support when needed.  

Depending on the potentially hazardous degrees, 
the terms of NOTICE, WARNING CAUTION, etc. are 
used. Be sure to understand the content of the 
displays before reading the text.        

INTERNAL HAZZARD IDENTIFIERS

  

HIGH VOLTAGE.  
It means high voltage can cause 
an electric shock, turn off power 
before serving.   

HIGH TEMPERATURE. 
This means there is a risk or high 
Temperatures that could cause 
burning.   

WARNING: ONLY QUALIFIED TECHNICAL 
PERSONNEL SHOULD WORK ON THIS GAME. 
NON-TECHNICAL PERSONNEL WHO DO NOT 
HAVE TECHNICAL KNOWLEDGE AND EXPERTISE 
SHOULD NOT TAMPER WITH THE GAME. FAILING 
TO COMPLY CAN CAUSE SEVERE INJURY OR 
HARM TO THE MACHINE.     

NOTE: ENSURE THAT PARTS REPLACEMENT, 
SERVICING AND INSPECTIONS, AND 
TROUBLESHOOTING ARE PERFORMED BY 
THE LOCATIONS MAINTENANCE MAN OR THE 
SERVICEMAN. IT IS INSTRUCTED HEREIN 
THAT PARTICULARLY HAZARDOUS WORK 
SHOULD BE PERFORMED BY THE 
SERVICEMAN WHO HAS TECHNICAL 
EXPERTISE AND KNOWLEDGE.  

SET UP  

There is very little to do in the way of set-up in the 
game.   

1. Be sure that the game is on a level surface. If the 
game is rocking on the floor adjust the game to 
remove the rocking and make the game stable.  

2. Be sure to plug the game into the proper A.C. 
GROUNDED receptacle. Do not use long extension 
cords unless absolutely necessary and if so, be 
sure it is a heavy duty cord of at least 16 Ga. and 
no longer than 20 ft. Check the label on the back of 
the game to make sure the power requirements of 
the game match that of your location.  

3. Turn the game on and check to be sure there are 
no unusual sounds and that everything appears to 
be working correctly.   

MAINTENANCE  

Due to the design of the machine, very little 
periodic maintenance is required.  

CLEANING - Clean the outer surfaces of the game 
with a commercial spray type cleaner. DO NOT 
however, use glass cleaner or commercial sprays 
on the marquee graphic panel. Use a good quality 
spray type furniture polish to keep the game 
looking good.  

Vacuum the inside of the game occasionally to help 
keep the dust and ticket debris off of all the optical 
sensors. 
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3. PACKAGE CONTENTS  
Be sure to check that you have received all packages indicated below. 
(1)Body Assembly: 1 unit 
(2)Accessories:  

NO NAME SPECIFICATION QTY

 
ILLUSTRATION NOTE PART #

 

1 Power cord 10A/250V, 6.56 feet, 
2m 

1    

2 Fuse 5A/110V, F 5-20 mm 
(220V/3A) 1    

3 Manual English 1    

171 2  Service 
door  

2222 1    4 Keys 

2233 1      

5 Score Sticker  1    
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4. INSTALLATION     

4-1. Play zone (Operation Zone):   
This machine requires space for playing the game and for the maintenance as shown below. Be 
sure to leave enough space when installing the machine.                                  

 
Recommended for indoor use only! 

 
ATTENTION

  

 

Be sure to check the Electrical Specifications.  Ensure that this product is   
compatible with your location’s power supply, voltage and frequency requirement.  

 

A plate describing Electrical Specifications is attached to the product. Non-  
compliance with the Electrical Specifications can cause a fire and electric shock.  

Putting many loads on one electrical outlet can cause generation of heat and a fire 

  

resulting from overload.  

  

WARNING
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